
Panel Highlights

Advanced Connectivity Support Service Available

Use Cases

LEC's Field-Flex 
Smart RTU

 SWLX40U-XX-SL 170E

• Rugged UL-Certified Industrial
Design

• Multi-Carrier 4G LTE Support

• FirstNet Trusted™ device

• Battery Backup

• Process Manufacturing

• Oil and Gas

• Water/Wastewater

• Agriculture

• Remote Asset Monitoring and
Control via iQ2

• Modbus TCP capable

• Can be used as remote IO to be polled by master PLC

• Control and monitor eight 12-bit analog inputs, two optically
isolated digital inputs and two solid-state relay outputs

• Ideal for measuring floating signal sources such as outputs
of transformers, thermistors and battery-powered devices

• Access to LEC Technologies iQ2 Web Based Platform

• Added Security with Private Networking that you don’t have
to manage

• Data-only network focusing strictly on mission critical
applications

• Cross-carrier communications between devices

• Utilizes Sierra Wireless LX40 Cellular Gateways that are
FirstNet Trusted

• Remote IO provided by Sealevel eI/O modules, proudly
built in the US, providing superior data acquisition and
control capabilities.
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Engineered for Dependability, Flexibility, Cost Effectiveness and Installation Simplicity

Off the shelf hardware from premium partners



LEC Industrial IIoT Panel Technical Specifications
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Carriers

Supported Bands

Input/Output

VPN

Panel Dimensions 

Enclosure Specs

Electrical

Environmental

Certifications/Stand Compliance

• IC, FCC, PTCRB

• RoHS2, REACH, WEEE, UL 60950

• 0°C to 70°C (32°F to 158°F) Operating Temp

• 10 – 90% Relative Humidity, Non-Condensing

• -50°C to 105°C (-58°F to 221°F) Storage Temp

• 7 to 36 VDC (LX40 Only)

• Built-in protection against voltage transients

• POLYCARBONATE MOLDED ENCLOSURE

• 12”X10”X6”

• NEMA Type 3R, 4, 4X, 12 and Type 13

• 2100(B1), 1900 (B2), 1800(B3), 1700(B66)

• AWS (B4), 700 (B12, B13, B14, B17, B28),
800(B20), 850 (B5, B18, B19, B26), 900(B8),
1700

• IPsec, GRE, Open VPN

• Remote Access via VPN

• 8 A/D  0—10 Volt Inputs

*Can be converted to 4—20 mA utilizing a 500 ohm
resistor
** Can be used to expand digital I/O using 12v/5v DC
convertor and customer supplied dry contact

• 2 Dry Contact Inputs
• 2 SPST Form A Solid-State Relays

• Verizon • FirstNet

• AT&T


