
Software Platform

LEC’s lift Station monitoring solutions can assemble and send data from thousands 
of devices made by hundreds of different manufacturers onto a single, 
comprehensive cybersecure web dashboard. iQ2’ Lift Station dashboard can be 
accessed using any web browser from your desktop or mobile device. Your iQ2 
MOBILE INTERFACE will issue data from your remote locations to any enterprise 
application that serves your operational technology ecosystem with the versatile 
iQ2 embedded firmware. Compliance and reporting are “out of the box.” 

Nonproprietary Hardware

iQ2 Lift Station Monitoring hardware is designed for rugged environments. Each 
hardware monitoring option allows for Analog Inputs, Digital Inputs, Modbus, 
ethernet IP, and other protocols. All hardware is preconfigured to work with the iQ2 
Dashboard allowing users to log in to view live Lift Station data out-of-the-box. iQ2 
enabled hardware was built to be compatible with existing and common off the 
shelf technology.

Cybersecure Network

Lift Station Solutions

Engineered for Dependability, Flexibility, Cost Effectiveness and Installation Simplicity

The backbone of each Lift Station Solution is LEC’s fully managed cybersecure 
cellular monitoring technology coupled with text/email/voice alert 
call out options. LEC’s private LTE Multi Carrier network, including 
FirstNet, can provide the same dedicated cellular network as first 
responders during unplanned events. Remote diagnostics and 
support have been completely revolutionized along with the 
cybersecurity risks associated in using cellular connectivity     

from an unmanaged source. 



Self-Powered Cellular for basic Lift Stations

• Purposefully built for builders, homeowners, municipalities,
or service companies

• Extremely affordable design in or retrofit capable
• Self-powered device with no additional power requirements
• “Out of the Box” compliance capabilities

Cellular Gateway for existing or new Lift Stations

• Simply integrate and communicate with new or existing
field infrstructure.

• Connect existing sensors with onboard configurable
Analog or Digital inputs

• Connect fixed, modular, and compact PLC’s utilizing
industry standard Modbus TCP, Ethernet IP, and other
protocols

• Easily connect to existing controller modules to convert
them to your iQ2 HMI in your pocket

Cellular RTU for existing or new Lift Stations

• Connect, control, and monitor existing sensors with eight
12-bit analog/digital inputs, two optically isolated digital
inputs and two solid-state relay outputs, including Modbus

• Remotely control optically isolated relay outputs from the
iQ2 HMI in your pocket.

• Field-Flex Interchangeable configuration to meet
demanding install schedules and deployment timelines

• Non-Proprietary components make routine or unexpected
maintenance easy and affordable

Lift Station Solutions

Engineered for Dependability, Flexibility, Cost Effectiveness and Installation Simplicity
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